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TRAMPOLINE SET "STATIONARY"

286  /  552  /  818  /  1084  /  1350 cm 
expandable as desired

Example:  
3 jumping areas with net to 
separate the jumping areas.

Contact us for a personal support:
welcome@eurotramp.com

Illus.: Art. 98010K Trampoline 
set „Stationary“ 10-fields

•• Trampoline set 2 rows optionally expandable

•• Basic frame of one apparatus: Rectangular tube 460 x 276 x 
400 cm made of high quality special steel; hot dip galvanized

•• Jumping bed (366 x 183 cm) made of PVC-coated synthetics 
(UV-resistant and weatherproof)

•• Steel springs (length 235 mm, Ø 30 mm); hot dip 
galvanized (100 pc. per jumping area)

•• Frame padding made of high quality PE foam (when damaged 
max. 3% water reception) and robust PVC-covering

•• Completely equipped with door section and stairway

•• Middle gangway with wooden and PVC/foam covering

•• Fence support with padding

•• Fence made of polypropylen 300 cm high

•• Closing fence to avoid crawling under the trampoline set, 
pantanen fence, 100 cm high, well-suited for mounting of 	
advertising banners

•• Accessories (control set with operating desk, circuit board, 
electronic distributor) on demand

•• Optional accessory: Net to separate the jumping areas

•• Frame padding and fence optionally in green or blue

•• Art.No. 98001K Trampoline set non foldable, without 
middle gangway, entry through opening in polynet,  
2,86 x 4,70 m

•• Art.No. 98002K Trampoline set non foldable, 2-fields  
2,86 x 11,20 m

•• Art.No. 98002N Trampoline set non foldable, side-by-side, 
5,42 x 5,60 m

•• Art.No. 98004K Trampoline set non foldable, 4-fields,  
5,52 x 11,20 m

•• Art.No. 98006K Trampoline set non foldable, 6-fields,  
8,18 x 11,20 m

•• Art.No. 98008K Trampoline set non foldable, 8-fields,  
10,84 x 11,20 m)

•• Art.No. 98010K Trampoline set non foldable, 10-fields,  
13,50 x 11,20 m

PRODUCT DETAILS:

ARTICLE NUMBER:

P
VC

All-season 
use

Water-
resistant

Cold-
resistant

UV-light 
resistant


